


TOPCOATS - AWLGRIP. & AWLCRAFT- 2000 [



SYSTEMS ABOVE THE WATERLINE [l

FIBREGLASS, GELCOAT, COMPOSITE, & WOOD

Prepare Substrate Clean, sand, grind or blast (as necessary).
Substrate Sealer Apply Hullgard or 545 Epoxy Primer

Epoxy Fairing Compound Apply AWL-FAIR L.W.*

Epoxy Surfacers Apply Ultra Build or Standard E Fairing Compound*

Finish Primers Apply 545 Epoxy Primer for spray application

Topcoats Apply AWLGRIP- or AWLCRAFT. 2000 Topcoat

Details for application, preparation, and mixing of the above steps can be found in the Awligrip Application Guide
or on the website: www.awlgrip.com

ALUMINIUM & STEEL

Prepare Substrate Clean, sand, grind or blast (as necessary).
Substrate Sealer Apply Hullgard or 545 Epoxy Primer

Epoxy Fairing Compound Apply AWLFAIR L.W.*

Epoxy Surfacers Apply Ultra Build or Standard E Fairing Compound*

Finish Primers Apply 545 Epoxy Primer for spray application

Details for application, preparation, and mixing of the above steps can be found in the Awlgrip Application Guide
or on the website: www.awlgrip.com

* Note: Custom made systems with alternative Awlgrip- products like Sprayable Fairing Compound, Awl-Quik and High Build
are available on request

All rep ations and st concerning the product(s) in thls bvochure are accurate to the best of our knowledge. Statements made in this brochure are advisory only and are not intended
to be specific dations or war ies of any product, n of pl or fitness for any particular purpose To the extent pelmltted by law, we do not accept any liability to any

person for any loss or damage (direct or indirect) that may arise from any use of or reliance on any of the hods or inf ic ined in the broch for any purpose.

Unless otherwise agreed in writing, all pi ied and technical advice or i given are advisory only and t to the Conditions of Sale of our supplying company. Any
warranties, if given, are contained in those standard Conditions of Sale and are the only ones made with respect to any products we sell to you or advice or recommendations we give
to you.

For each of our products the relevant Product Data Sheet, Material Safety Data Sheet and | labelling prise an integral information system about the product in question.
Copies of our Product Data Sheets and Material Safety Data Sheets are available on request or from our Website: www.awlgrip.com

Awlgrip., Awl. and all products mentioned in this b are ks of, or li d to, Akzo Nobel. © Akzo Nobel 2006
Awlgrip- Europe: Bannerlaan 54, 2280 Grobbendonk, Belgium. TEL: 32.14.25.7770 FAX: 32.14.23.0880.




BRIGHTWORK AND VARNISH 3R M SV A O e i oo

,w‘ BRITE Clear Acrylic Urethane Brightwork Protection - J3005 / J3006 /A0031

Excellent flow characteristics.

Fast dry, fast recoat for quick

build up and maintenance.

For application by brush only.
Compatible with AWLSPAR varnishes.

Unique combination of light fast resins, ultraviolet inhibitors
and absorbers.

Provides a tough, long lasting, high gloss finish.

Excellent durability.

Reduces maintenance.

ﬂw‘ spnn Classic Spar Varnish - M3131 / T0016
®

Excellent application by brush.

For use above the waterline only.
Superior base for AWLBRITE urethane.
(See Ultimate Brightwork System)

Formulated to recreate the highest quality classic spar varnish
with state of the art ultraviolet inhibitors and absorbers.
Excellent durability.

Fast dry, fast recoat for quick build up.

”m spnn High Solids Marine Varnish - M3146 / T0180
. H.S.

Can be overcoated with

AWLBRITE in as little as 7 days.
(See Ultimate Brightwork System)

For use above the waterline only.
Formulated with state of the art
ultraviolet inhibitors and absorbers.

More build per coat with maximum gloss and durability when
compared to conventional varnish.

Higher in solids and less solvent (VOC: 2.38lbs/gal — 285g/1t)
than classic spar varnish.

Excellent application characteristics by brush or spray.

Two systems are available to meet varying application and performance requirements.

Ultimate Brightwork System -
AWLSPAR/AWLSPAR H.S./AWLBRITE

This system combines the colour highlights of
AWLSPAR® varnishes to provide a traditional look,
with the durability of AWLBRITE Clear in a fast
recoat, relatively easy to repair combination of
varnish and urethane coatings. The ULTIMATE
BRIGHTWORK SYSTEM can be applied in seven
to ten days. AWLGRIP recommends the Ultimate
Brightwork System where the longest lasting,
most durable system is desired.

Traditional Varnish System -
AWLSPAR Classic Spar Varnish and
AWLSPAR H.S. Marine Varnish

These are traditional phenolic, tung oil varnishes
with UV inhibitors and absorbers. AWLSPAR and
AWLSPARH.S. are the perfect products for the
traditionalist who wants easy to apply, easy to
repair products and doesn’t object to regular
maintenance coats.

TOPCO AT CARE 100000000 v

’mmnsn Wash Down Concentrate -73234 —
. -,

An effective detergent for cleaning, yet still gentle enough for frequent use on AWLGRIP- and AWLCRAFT- 2000. ,
AWLWASH has been extensively tested in AWLGRIP’s laboratories and in the harsh yacht environment. s
AWLWASH does not contain alkalies, acids, or abrasives, and is free rinsing, which decreases drying time.
AWLWASH is 100% biodegradable and comes in a refillable, “Tip ‘N Measure” container, which makes it easy to get the
proper mix ratio: One ounce of AWLWASH per gallon of water.

”m :nnE Protective Polymer Sealer - 73240
®

AWLGRIP developed AWLCARE for customers who want to protect their painted finish and need the additional cleaning power
of a hand applied product. AWLCARE will help temporarily seal and restore shine to painted surfaces that have become
porous due to age or mistreatment. Once a painted surface becomes porous it allows dirt to collect on the surface making
the normal washing process more difficult. Regular applications of AWLCARE will help seal the porosity, helping to maintain o
a satisfactory appearance until there is time to repaint. A

AL GRIP

AWLCARE contains no harsh abrasives and will not scratch the painted surface.

AWLCARE leaves a non-yellowing, protective polymer coating which lasts through multiple washings.

AWLCARE removes mild stains such as water spots and diesel soot and with regular applications, increases resistance to
attack from acid rain and other environmental pollutants.

INON-S KD {100 e

GRIPTEX non-skid can be applied by two methods.

1. By using the Broadcast or Shaker Method where the GRIPTEX is
sprinkled onto a still tacky application of a AWLGRIP Topcoat.

2. By adding GRIPTEX to properly mixed and reduced topcoat and

Non-Skid additive for use with AWLGRIP or AWLCRAFT 2000.
GRIPTEX is a white, round, polymer bead which can be added to

any topcoat colour.

GRIPTEX is the non-skid additive chosen by major yachts and boat
builders around the world.

GRIPTEX is designed for use on previously painted non-skid areas,
smooth decks that require non-skid protection, and fibreglass decks
with gelcoat non-skid pattern.

spray apply with a siphon gun or pressure pot with an agitator.

GRIPTEX is available in three grit textures: Fine (73012), Coarse
(73013) and Extra Coarse (73237) which are available in Quarts.
These different grits can also be mixed together to create a custom
non-skid texture.
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GOLD LABEL ANTIFOUL

BP507
DEEP BLUE

FLF POLISHING ANTIFOL

Medium Green

Charcoal Black
BP204

Awlgrip Europe has introduced a new and updated version of Awlstar Gold Label. It is still based on an
eroding resin matrix, but it has been updated with a new anti-foul booster package which brings it up to
speed with modern day boating.

The new formulation of Gold Label has allowed for cleaner, better colours to be formulated whilst flow and
hold up have been improved. The product is now also available in a full gallon unit and 15It packs.*

Awlstar Gold Label is to be applied professionally and is available to most boat yards in Europe**. The
product is recommended for fibreglass, steel and wood substrates. Do not use on aluminium.

Awlstar Gold Label is designed to be applied over Hullgard Epoxy Primer D6070/D3707. It is also fully
compatible with Awlstar Aluminum Label.

White Lightning
BP809

Light Blue
BP508

Deep Blue Red

BP403 BP507 BP705

PLEASE NOTE: Colour chips may vary from actual product due to printing process.

AUWLSTRAR. Aluminum Label Antifouling

W'l(lllillll' (J

AWLSTAR

‘WMiNum LABEL ANTIFOULING

BP523

BLUE

L0 POLISHING ANTIFOULIND

AlULGRIP

PRIMER CONVERTER
D3730

Awlstar Aluminum Label is, as the name implies, an antifouling that is suitable for primed and prepared
aluminium hulls. Awlstar Aluminum Label is a slow polishing formulation that delivers excellent fouling
protection through controlled release of biocides from the film. Its slightly harder film makes it very suitable
for all crafts, including faster vessels.

Awlstar Aluminum Label is recommended for fibreglass, steel, aluminium and wood. It’s also our only

antifouling that has a bright white offering.

White Blue Black
BP823 BP523 BP222

Awlstar Aluminum Label is available in
full 1 gallon units. The product is
designed to be applied over Hullgard
Epoxy Primer D6070/D3707.

Bottom Primers

Hullgard Extra D6120/D3730 is a two-component epoxy substrate primer suitable as a first coat on fibreglass, steel,
aluminium and wood. Hullgard Extra must be overcoated with Hullgard Epoxy Primer D6070/D3707 when applied

”w‘ EH|P below the waterline.

PRIMER Hullgard Epoxy Primer D6070/D3707 is a two-component build primer that serves to protect against corrosion and
MP::SEEM osmosis.*** In below water systems it may be used as the only primer or over Hullgard Extra D6120/D3730.
SURNTRATE oyt Hullgard Epoxy Primer is the ideal primer for subsequent application of Awlstar Gold Label or Awlstar Aluminum Label

PO PRGrESSIONAL USE OIS Antifouling.
e —
o HULLGARD - D6070/D3707 Buff AWL:STAR Antifouling
SYSTEM 1: [ (Apply multiple coats.) > (Apply multiple coats.)
v N TN N
SYSTEM 2: HULLGARD EXTRA HUL;‘;S';(? /5:%(; EE;fMER AWL=STAR Antifouling
- Off White D6120/D3730 . (Apply multiple coats.)
(Apply multiple coats.) J

ntg

"

* Gold Label green is available in 1gl units only ** For registration details contact Awlgrip Europe *** When applied at the recommended film thickness



PRODUCT CHECK LIST

CLEANING

AWL:PREP Surface Cleaner..........cccuevuuuiiiiiiiiiiiiiineeeeeeeiies TO008
Surface Degreaser/ Cleaner TO340 .....ccoveeiieniiiiiiiinieiieeieeens TO340

PRIMERS - SEALERS
30-Y-94 Non-Sanding, Mil-Spec Anti-Corrosive Epoxy Primer

545 Epoxy Primers

|22 TSI € - YN D1001
Base - White .. .
(070701 =Y o (=T PPN

HULLGARD Extra Primer

Base - Off WHIte cevuuuuiiiiieiiiiie e D6120
(070701 =Y o (=T PPN D3730
AWL:QUIK Fast Recoat Spray or Brush Sanding Surfacer

Base - Pale YEllOW ....ccuuiiiiiiiiiice et D8003
[070701Y=Y o (=T PP RPN D9001

QUIK-GRIP Fast Dry Non-Sanding Primer
Base - White
[070701Y=Y o (=T PPN

TOPCOATS
AWLGRIP: Spray

Base ............... (Selected from Colour Card - G or H Code #)
Converter ... ... AWL-CAT #2 (G3010)
Reducer . ... ... ... .. . ... .. ... TOOO03 or TOOO1 or TO002
AWLGRIPBrush .......................................
Base ............... (Selected from Colour Card - G or H Code #)
Converter ... ... AWL-CAT #3 (H3002)
Reducer ... ... . TO031
AWLCRAFT- 2000 Spray

Base .......... ... .. ... (Selected from Colour Card - F Code #)
Converter . ... e AWL-CAT #2 (G3010)
Reducer .. ... ... ... . ... ... TOOO3 or TOOO1 or TOO02

FAIRING - SURFACING
AWL-FAIR L.W. Epoxy Trowelable Fairing Compound

Base - White ....iiiiiiiiii i D8020
ConVerter - REA .....oiieiiie ettt D7007
Converter - Red Fast......ciiiiiiiiiciiiiiee et D7010

Epoxy Sprayable Fairing Compound
Base - Tan
Converter

Ultra Build Epoxy Primer

Base - White...uuiiuiiiiee e D8008
(070 0177=T (= G PP PPRPPI D3018
High Build Epoxy Primer

Base - Off WHite ....vieeeiieeie e D8002
(0701 01Y7=T (= G PP PPPPRPPI D3002

BRIGHTWORK AND VARNISH

AWL:BRITE Clear Urethane for Brightwork

BaSE it
Converter..
ACTIVATON 11ttt

AWLSPAR Classic Spar Varnish
BaSE ..t
Reducer ...

AWLSPAR H.S. High Solids Marine Varnish
B ittt M3146
REAUCET .. T0180

BOTTOM PRIMERS
HULLGARD Epoxy Primer

StaNdard - SPray cuueeu e
Slow - Brush Only (545 Epoxy Primer & AWL-QUIK).
ULTRA-BUILD .

VEIY FaST .. TO002

1Yo TN RSN TO003
Slow-Hot Weather Retarder........ooouiveuiiiiiiiiiiiieceeeeeec e TOO05
BruShiNg/SIOW ... .cceeiiiii ettt TO031

BaSE ettt D6070
(070 01T o (] PRSPPI D3707
ANTIFOULING

AWLSTAR Gold Label Antifouling

WHhiIte LINTNING ...eevveeeeeeieee et BP809
CharCoal BIACK ......cuuieieieieeieeeeeiietiieee e e e e e s BP204
Medium Green ... ..BP403
LIBNT BIUE et e BP508

[ 7CT=Y o 0 = [ 1= S BP507
RO ottt ettt e e ———————————————aaaaan BP705
2= (1Y TR T0101

AWLSTAR Aluminum Label Antifouling
WHILE ©eueteieeiee e e et e e e e e e e e e e e e e e e e r e e e e e e eaeeeeenas BP823

TOPCOAT - INTERIOR

AWLGARD

(Base colour, converter and reducer are sold as five quart kit only.)
Matterhorn WhHIte .........oieie e W8201
Cloud White

Snow White

AUXILIARY PRODUCTS

GRIPTEX - Fine Grit Non-Skid AdditiVe ........cccevviieiiieeeiieeeeiinnns 73012
GRIPTEX - Coarse Grit Non-Skid Additive.......
GRIPTEX - Extra Coarse Grit Non-Skid Additive

Premium Tack Rags ..............ccooceivevnnennnns 73009
PRO-CURE X-98 Fast Accelerator ........ ..73014
PRO-CURE X-138 Inhibited Accelerator.........cooeeuveeunieniiinnnennnnnn. 73015
Flattening Agent for Urethane Topcoats. G3013
CRATER-X Anti-cratering Solution ........... ..M1017
COLD CURE™ 545 Primer Accelerator ........ccvveuueiiniiinniinnaennnens M3066

MAINTENANCE PRODUCTS

AWLWASH: - Wash Down Concentrate .......c.cceeveuiieuniinniinnnennnen. 73234
AWLCARE: - Protective Polymer Sealer...........ccevveevuiiieininnennnnns 73240






